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FABER TEC

FABER-TEC high rate sand filters are designed with side manholes as a standard feature to facilitate media change and
service. They can accommodate both new projects and existing commercial pools with lower pump room heights, often
found in older constructions. Our commercial MULTI-FLO XL valves simplify all swimming pool operations.
FABER-TEC filters can be installed in groups to increase capacity.
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Ref. � MPV Manhole Area
penyaringan

Flow rate (m³/jam)
@ m³/jam/m²

Tinggi
media Gravel Pasir Dimensi filter (mm) Berat

mm 6-way top side (m²) 30 40 50 (mm) (kg) (kg) A B C D (kg)

FB-480-T65-45-TEC 1200 2-1⁄2” 190 400 1,13 33,9 45,2 56,5 740 300 800 1580 1470 1380 1310 175
FB-560-S80-45-TEC* 1400 3” 400 400 1,54 46,2 61,6 77,0 780 400 1000 1520 1000 530 1420 260
FB-560-F80-45-TEC** 1400 Flange 3” 400 400 1,54 46,2 61,6 77,0 780 400 1000 1520 1000 530 1420 260
*Flange 3” for Multiport valve 3” (included), **Flange 3” for butterfly valve assembly (not included)
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45psi/3bar

Max. 45°C

Manual Air Release Valve

45psi/3bar

Side Manhole

Side Manhole

Top Manhole

Automatic Vacuum
Release Valve

Commercial Flange

Pressure Gauge Glycerin

Max. 45°C

Sand Drain 2,5”

Drain

Sand Drain 2,5”

Drain

Flange 3”

2,5” Unions


