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Dimensi untuk suction outlet sump
dibuat di proyek.

Flow rate
maksimal

� A B C D P Lantai Dinding

mm m³/jam
Pipa 3” 60 200 150 40 600 20 20
Pipa 4” 60 200 150 40 600 35 35
Pipa 5” 60 200 150 40 600 50 50
Pipa 6” 60 200 150 40 600 60 50

A is minimum distance from the pipe to the top of the outer frame.
P is minimum pipe length including knee before reducer.
Velocity di dalam pipa: ~1 m/detik
Velocity di atas maindrain: <0,5 m/detik

Always install two suction outlets on a common pipe. Never install only a single suction outlet. Single suction outlet installations
are dangerous. Suction outlets have to be separated by more than 1 meter.

The flow ratings of this suction outlet cover are performance based and these flow limits are designed to prevent suction
entrapment.

In the event of one suction outlet being blocked, the remaining suction outlet(s) shall have a flow rating capable of the full flow of
the connected pump(s). Gutters, skimmers and other outflow systems may not always be operational and all of the pump’s flow
could be diverted to a single suction outlet. Therefore the flow capacity of a single suction outlet has to match the maximum flow
capacity of the connected pump(s).

INSTALLATION COMPLIANT WITH VGB & ANSI/APSP-16 2011

FLOORWALL

≧1 meter≧1 meter


